
Raised design with Arched Thames DecraTrim in Wicker Tan with Alpine handles

Amarr® Hillcrest  
Value Steel Carriage House Garage Doors

Beauty that’s more than skin deep. With the Amarr Hillcrest 

collection, you get more than a custom carriage house look  

with a wide range of colors, decorative hardware and window styles. 

You get the efficiency and durability of 2-inch thick,  

triple-layer construction and a competitive price.  

The Amarr Hillcrest collection. Value is a beautiful thing. 

Bead Board design with Wagon Wheel DecraTrim in True White 

†Color only available in Amarr Heritage 3000
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P A N E L  D E S I G N S

2" POLYSTYRENE

R - VA L U E

9.05

E N E R G Y  E F F I C I E N C Y

LP Bead Board Panel with
Closed Square (LPBB)

Bead Board Panel
with Cascade DecraTrim (BB23)

Recessed Panel with  
Stockton DecraTrim (RE20)

Raised Panel with  
Waterford DecraTrim (RS25)

Recessed Panel with  
Thames DecraTrim (RE30)



DecraTrim Window Inserts

HILLCREST
3000

Specifications

Construction

STEEL

• Heavy-duty Exterior and Interior Steel
• Durable, Reliable, Low Maintenance
• Environmentally Safe Polystyrene  
 Thermal Insulation
• Superior Energy Efficiency
• Extra Quiet Operation
• 14 ga/16 ga Coventional Hardware

3000
Triple-Layer: Steel + Insulation + Steel

For the toughest, energy-efficient steel door, an  
Amarr Hillcrest 3000 triple-layer door includes the 
ultimate in thermal properties, plus a layer of steel for a 
finished interior look and added durability.

PANEL DESIGNS

 Bead Board

 Long Bead Board

 Recessed

 Raised

INSULATION1

R-VALUE2

DOOR THICKNESS

STEEL THICKNESS

WINDOW GLASS OPTIONS

 3/32" Single Strength

 Insulated Glass

 Obscure

DECORATIVE HARDWARE OPTIONS

WIND LOAD3 AVAILABLE

PAINT FINISH WARRANTY4

WORKMANSHIP/HARDWARE WARRANTY4

•

•

•

•

Polystyrene

9.05

2” (5.1 cm)

27/27 ga

•

•

•

•

•

Lifetime

3 Years

2 Calculated door section
R-value is in accordance
with DASMA TDS-163.

1 Insulation has passed
 self-ignition, flamespread
 and smoke developed
 index fire testing.

3 It is your responsibility to
make sure your garage door
meets local building codes.

4 For complete warranty details,
visit amarr.com or contact your
local Amarr dealer.

Amarr steel doors are pre-painted; for custom colors, exterior latex paint must be used.
Visit amarr.com for instructions on painting. Actual paint colors may vary from samples shown.

Colors

DARK
BROWN

TRUE
WHITE

SANDTONEWICKER
TAN

OBSCURE (O) STOCKTON (20)

CATHEDRAL (22) CASCADE (23)

WATERFORD (25) WAGON WHEEL (26)

ARCHED THAMES (31)THAMES (30)

FULL SUNRAY (28)

CLEAR (C)

PRAIRIE (21)

MOONLITE (24)

SUNRAY (27)

VICTORIAN (54)

AMERICANA (57) HEARTLAND (70) MISSION (71)

JARDIN (75) TRELLIS (76)

RIVIERA (55)*

PRAIRIE (72)†

CHALET (56)

* Clear glass with printed frost pattern.
† Obscure glass with v-groove.

DecraGlass™ Windows Tempered obscure glass with baked-on ceramic designs.

B L U E  R I D G E A L P I N E

V E R S A I L L E S

S T A M P E D  S T E E L

A L U M I N U M

Decorative Hardware

C A N T E R B U R Y

Aluminum hinges with clavos not recommended for arched openings. A B S  V I N Y L

C A S T L E  R O C K

Construction

Sectional door products from Entrematic may be the subject of 
one or more U.S. and/or foreign, issued and/or pending, design 
and/or utility patents.

Amarr as word and logo are registered trademarks belonging to Entrematic 
Group AB or other companies controlled by the same organization. All 
rights reserved.

Entrematic reserves the right to change specifications and  
designs without notice and without incurring obligations.

©Entrematic Group AB 2014. All rights reserved.
Printed in USA  Form #6781214/30M/GVS

Amarr® Hillcrest Value Steel Carriage House Gargage Doors

 

 

YOUR LOCAL AMARR DEALER:

Entrematic
165 Carriage Court

Winston-Salem, NC 27105

800.503.DOOR

www.amarr.com

Bottom
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